
NANO
Things you’ll need 
to assemble this kit:

Plastic Glue                    White Glue
Sandpaper (220 or 320 grit)
Sanding Sealer
Ruler                             Hobby Knife
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High Performance Model Rocket
Product Number 7827

P. O. Box 20
Grovertown, IN 46531

www.starlightrocketry.com

Model Rockets

Engine
Casing
Spacer

Recommended 
Engines:
½ A6-2
A8-3
B6-4
C6-5
C6-7

Specifications:
Length: 8.25”
Diameter: 0.75”

Skill Level 1

Streamer



Apply a small bead of glue 1” or so on the inside 
of the body tube on the fin marked side of the 
tube.
Take the engine casing spacer and slide the 
engine block 2 ½” (to the line on the end of the 
casing). Remove the casing.

Glue the nose cone shoulder into the nose cone 
with plastic glue. Set aside to dry.

With your hobby knife, cut the through the 
attachment points to release the fins from the 
laser cut balsa sheet.

Optional Step:
For a fifty percent increase in altitude, round the 
leading edge and taper the trailing edge of the 
fines. Do not sand the root edge!

Carefully cut a 45 degree angle on the leading 
and trailing edge of the launch lug. Do not crush 
the launch lug!

Rub a small line of white glue on the root edge of 
the fins.  Allow to dry.

Apply white glue again to the root edge of a fin 
and position it along one of the fin lines on the 
body tube (Blue line). 
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YES! NO!

1” back

Adjust the fin so that it projects straight away 
from the body tube as shown. Allow to dry and 
repeat for the remaining fins.
After the glue is completely dry, apply a small 
bead of white glue (Fillet) to both sides of the fin 
joint. Smooth out the glue with your finger. Clean 
excess glue off your finger.

Apply a line of white glue to the launch lug and 
glue it on the red line on the body tube.

Thread one end of the shock cord through the 
shock cord mount. Tie a knot on the end of the 
shock cord and pull the cord so the knot is just 
below the end of the mount.

Use white glue to attach the shock cord mount 1” 
from the end of the body tube opposite the end 
with the fins.

Stick the tape disk to the end of the streamer. 
Punch a hole through the center of the tape ring 
with a sharp pencil (Do not use a pen or dull 
pencil.) Tie one end of the 6” string to the 
streamer and the other end to the nose cone. Put 
a drop of glue on the knots.

Apply a coat of sanding sealer to the fins. When 
the sealer is dry, lightly sand the fins. Repeat the 
process until the surface is smooth.

Fin Fillet
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LAUNCHING
Flying the rocket is easy, just follow these steps:

A. RECOVERY SYSTEM:
Install 2 - 3 squares of recovery wadding. 
Fold up the elastic shock cord and stuff it in the body 
tube. Roll up the streamer and slide in above the 
shock cord so it can slide out easily.

B. ENGINE INSTALLATION:
Using strips of masking tape, friction fit the engine 
into the rear of the body tube. It must fit snugly as to 
keep it from coming out when the ejection charge 
activates.

C. ENGINE PREPARATION:
Install the igniter as per the engine manufacturers 
directions.

D. Set on the launch pad.

E. Ensure the safety key is out of the launch 
controller.

F. Hook up the igniter to the launch controller.

G. Check for low flying aircraft.

H. Check or continuity.

I. Give an audible five second count down and

                            LAUNCH! 

If you have any questions, comments (or anything) feel  
free  to  contact  us: 

STARLIGHT Model Rockets
P. O. Box 20

Groverton IN 46531
www.starlightrocketry.com

Spray paint your rocket with your favorite color 
enamel. To make a painting handle, roll up part of 
a newspaper into a cone shape. Push the paper 
cone into the rear of the rocket to keep the paint 
off your hand.

Cut out the decal. Peel off the backing and apply 
it as shown on the cover sheet. 

You are now ready to fly your rocket!

The recommended engines are:

1/2A6-2    A8-3     B6-4
C6-5     C6-7
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Always follow the National Association of 
Rocketry safety code. Starlight cannot assume 
liability for storage, usage or transportation of it’s 
product. Starlight shall not be held responsible 
for any personal or property damage 
whatsoever arising out of handling, storage, use 
or misuse of it’s products. The buyer assumes 
all risks and liability thereform and accepts and 
uses Starlight products on the conditions.

Your purchase and use of any Starlight product 
is constituted as your agreement and to 
acceptance of these terms. If you do not agree to 
these terms and conditions, you must return the 
product unused for a refund or credit.
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